
 
 

 
USES 
 
Ideal for quality control of painted, coated, plastic finished and other glossy surfaces and in 
enameling and coating processes, etc. Marvelous coincidence with visual perception in the high 
gloss range. 
 
FEATURES 
 
1. A compact lightweight (approx. 2.6kg) portable 

distinctness of image gloss meter that can be used in 
the laboratory, on job sites or anywhere else. 

2. Designed to provide readings that coincide with the 
results of visual perception. Readings are given as 
the gloss index Gd number. 

3. Gives much more accurate readings for high gloss 
than comparable gloss meters and provides all the 
data you require. 

4. Operates on batteries housed in the meter case and, provided the sample is at least 5cm x 5cm in 
size, readings can be soon obtained. It can take readings not only horizontally but also vertically, 
and is very handy to use in obtaining direct appraisal of products. 

5. No error results even if the instrument is used by a number of people - results always correspond. 
Anybody with normal or corrected vision can use it easily. 

6. The meter carries a written performance guarantee from the Japan Color Research Institute. 
 
OUTLINE  
By means of four light sources E, the test pattern is uniformly illuminated. The test pattern random 
number group is directed at the sample surface by means of mirrors H1 and H2 and then, in addition, 
the image reflected from this surface is reflected off H3 and H4 and is able to be seen through the 
eyepiece. The person measuring gloss looks through this eyepiece, sees the image on the test 
pattern, decides what the limit Gd value is at which random numbers can be read off, and the 
smallest number that can be read is the value for the amount of glass.  
 
Gd Value  
Gd is the name of the index which the Japan Color Research Institute established to express 
distinctness of image gloss. This index coincides with the classification values on an eye test chart, 
and the optical system employed in viewing the test pattern through the eyepiece on this gloss meter, 
that is the angle of vision, maintains exactly the same relative positions as in testing eyesight. 

 
SPECIFICATIONS 
 
 
 
 
 
 
 
 
 
 
 
 
      
 
 

Manufacturer : TOKYO PHOTO ELECTRIC CO., LTD   
Exporter : XEBEX INTERNATIONAL, LTD. – Tokyo/Japan  

Fax. 81-3-5372-2583    E-mail : xebex@silver.plala.or.jp 

 

 

Specifications are subject to change without notice.

Dimensions and weight   : 140W x 170H x 220D mm, Approx. 2.6kg (PGD-4) 
Display/Measuring range  : 0.1 to 2.0 Gd 
Power Source : D (or R20) dry cell batteries x 4 (PGD-4) or  
 by AC Adapter (PGD-5)  
Light Source  : Small bulbs 2.5V 0.3A x 4 
 
 
Accessories   :  

- Surface reflector with base  1 
- Small bulbs 2.5V 0.3A  4 
- Vinyl cover   1 
- AC adapter (PGD-5 only) 1 
* Written performance guarantee  1                       
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