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No.164 Digital Elmendorf Type Tearing Tester 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Model SA & SA-W                                            Model HD-D 
 
APPLICATION 
Measures tearing strength of film and cloth, etc. from the loss of potential energy of fan-shaped 
pendulum. 
 
SPECIFICATIONS 
Model 2N SA SA-W HD-D 
Capacity (Scale) 
*using additional weight 

2N 
*4N 

16N 
  

16N 
*32N 

32N 
*64N 

Number of sample 1 pc 1~16 pcs. 
Chucks (Jaws) Manual Pneumatic 
Energy indication Digital indication 
Interface RS-232C 
Options Mini thermal printer 
Testing method JIS P 8116, ISO 1974 (Paper),  

JIS K 7128, ISO 6383 (Plastic)  
JIS L 1096 (Textile) 

Electrical requirement AC100V, 1-P, 1A (Other voltages also possible) 
Compressed air source 0.4MPa required 
Dimensions (Approx.) 50(W) x 42(D) x 70(H)cm 63(W) x 25(D) x 66(H)cm (Main unit) 

26(W) x 35(D) x 20(H)cm (Measuring unit) 
Net weight (Approx.) 33kg 36kg 36kg (Main unit), 5kg (Measuring unit) 
Measuring range should be 20~80% of max. capacity 
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OPTIONS 
Mini Printer 

 
 
 
 
 
 
 
 
 
 
 

Print system Thermal line dot (576dot) 
Print width 72mm 
Thermal paper BL-80-30 

width 80mm, length 30m 
(Minimum sell lot: 10 rolls) 
 

Electrical DC7.2V, 5.5A using AC adapter 
(Power supplied from Tearing 
Tester main unit) 
 

Dimensions 119(W) x 77(H) x 174(D)mm 

Net weight 500g 

 
 
 
 
 
 
 
 
 
 
 


